
 

Model 14 
 

The Model 14 was designed to offer additional postural support to the wheelchair user. 
Available in child and adult sizes. This model has the advantage of being sold in separate components. 

Depending upon the individual requirements Model 14 can start from a simple lap belt and be 
transformed into a full harness by adding shoulder straps and/or a groin strap as and when required. 

Consequently the shoulder straps are unfixed to the lap belt and detachable (unlike the B78 harness below). 

¢ƘŜ {ƘƻǳƭŘŜǊ {ǘǊŀǇǎ ΨǎƭƛŘŜ-ŦƛȄΩ ǘƻ ǘƘŜ ǘǳōǳƭŀǊ ƘŀƴŘƭŜǎ ƻŦ 
the wheelchair & loops on to each side of buckle 

The belt is available in either Ω[ƻƻǇ-ƻƴΩ ŦƻǊ Ƴŀƴǳŀƭ ²ƘŜŜƭŎƘŀƛǊǎ or Ω{ƭƛŘŜ-ŦƛȄΩ ŦƻǊ tƻǿŜǊ /ƘŀƛǊǎΦ 

 
Choice of buckles available. 

Model B78 
(An upgraded version of Model 14) 

 

Full supportive body harness complete with  
understrap which fixes to chassis cross-section. 

 

The shoulder straps are sewn into fixed, position  
on lap belt for extra stability. 

 

Adjusts at each side of lap belt buckle for ease of use. 
 

Fitted with Vehicle Buckle as standard. One size only.  
 

Two types available:  
Ω[ƻƻǇ-ƻƴΩ ŦƻǊ Ƴŀƴǳŀƭ ²ƘŜŜƭŎƘŀƛǊǎ 
Ω{ƭƛŘŜ-ŦƛȄΩ ŦƻǊ tƻǿŜǊ /ƘŀƛǊǎΦ 

On a manual wheelchair the lap 
belt loops over the tipping levers 

On a Power Chair the lap belt  
ΨǎƭƛŘŜ-ŦƛȄŜǎΩ ǘƻ ǘƘŜ ǘǳōǳƭŀǊ ŦǊŀƳŜǿƻǊƪΦ 

Steel Safety Buckle Sea Sure Lever Buckle Side Squeeze Buckle Vehicle Press Release Buckle 



Model 14 & B78 Fitting Instructions 
Shoulder Strap 40mm Adjusters. 
To loosen or tighten the straps.  

The shoulder straps ΨǎƭƛŘŜ-ŦƛȄΩ ƻƴǘƻ ǘƘŜ ǇǳǎƘ 
handles & then pass down to loop onto the 
lap belt at either side of the central buckle.  

 

To Extend Straps: 
The 40mm Adjusters are slightly spring 

loaded to lock the webbing into position. 
 

To release the webbing you need to  
squeeze the Adjuster whilst pulling  

on the lower webbing strap. 
 

To Tighten Straps 
 

Simply pull the tail-end of  
the webbing strap. 

 

The Adjuster will lock the  
webbing into position 

The groin strap loops over the central lap belt buckle.  
 

Adjust the length by pulling the tail-end of the strap 
through the black plastic Adjuster buckle. 

The black plastic 3-bar  
Ψ{ƭƛǇƭƻƪΩ ǎƭƛŘŜǎ hold the straps more 

securely into position. 

Lap belt ƭƻƻǇǎ ƻƴǘƻ ǘƘŜ ΨǘƛǇǇƛƴƎ ƭŜǾŜǊǎΩ 
of manual chairs. 

 

For power chair belt  
ǎŜŜ ΩǎƭƛŘŜ-ŦƛȄΩ ƳŜǘƘƻŘ ōŜƭƻǿΦ  

The groin strap is fixed around the  
cross-section of the framework  
underneath the wheelchair seat 
 ōȅ ǳǎƛƴƎ ǘƘŜ ΨǎƭƛŘŜ-ŦƛȄΩ ƳŜǘƘƻŘΦ  

(See instructions below).  

Sea Sure Lever  
50mm Buckle 

B/L 560 Lbs / 200 Kg 

Press lever/thumb-catch 
 to release 

Duraflex Side Squeeze Buckle 
B/L 220 - 208 Lbs 

 

25mm, 40mm & 50mm 
(Not suitable for very large patients) 

Press both sides  
simultaneously to release 

Pass the end of strap around 
 the metal tubular frame. 

Double back & thread the  
strap through the slide. 

It is essential for safety purposes that 
you thread the end of the strap back 
once again through the bottom bar of 

the buckle. 

tǳƭƭ ǘƘŜ ǎǘǊŀǇ ϧ ΨǘƛƎƘǘŜƴΩ ǘƘŜ ƎǊƛǇ ƻŦ  
the webbing to the metal frame. 

Slide-Fix Method 

Adult Vehicle 50mm 
Press Button Buckle 

B/L 6000 Lbs. 

Simply Press red  
button to release 

Steel Safety Buckle 
For those passengers who can  

unfasten the other buckles  
B/L 500 Kg 

Hold & raise the spring 
loaded thumb catch whilst 
separating the two sections 

of the buckle 


